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78 Ohm Twinax Aluminum Armoured

Jacket Inner and outer PVC jacket
Voltage 300V
Armour Aluminum Interlocked Armour
Temperature -40°C to 60°C
Approvals RoHS Compliance

CMG FT4, HLBCD

Product
Code AWG

Strand 
&

Cond.

Shield/
Coverage

Insulation
Material &
Diameter

(in.)

Nom.
OD
(in)

Nom. 
Vel. of 
Prop.

Nom.
Cap.

(pF/ft) Rating

Cable 
Wt.

(lbs/
mft)

Nominal
Attenuation

A B mHz Db/100ft

36129463 20
-1 Pair

7 x 28
TC

Overall Foil
100% +

55% TCB 

PE
0.238 0.563 66% 19.7 36 CSA/FT4 133

50 5.0
100 7.5
200 11.0
400 16.0

24-2 PR LoCap Aluminum Armoured

Jacket Inner and outer PVC jacket 
Voltage 300V
Armour Aluminum Interlocked Armour
Drain Wire 24 AWG tinned copper
Nom. Impedance 150 ohms
Temperature -40°C to 80°C
Approvals CSA/CMG FT4, HL

Product
Code AWG

Strand 
&

Cond.

Shield/
Coverage

Insulation
Material &
Diameter

(in.)

Nom.
OD
(in)

Nom. 
Vel. of 
Prop.

Nom.
Cap.

(pF/ft) Rating
Cable Wt.

(lbs/
mft)

Colour 
Code

A B

36129842 24
-2 Pair

7 X 32
TC

FOIL/BCB
100% / 90%

PE 
0.34 0.64 66% 12.8 23.0 CSA/FT4 185

WHT/BLU & 
BLU/WHT

WHT/ORA & 
ORA/WHT

A – Between conductors        B – Conductor to shield

RG6U - Quad Aluminum Armoured

Product
Code AWG Strand &

Cond.

Shield/
Coverage

Insulation
Material &
Diameter

(in.)

Nom.
OD
(in)

Nom. 
Vel. of 
Prop.

Nom.
Cap.

(pF/ft)
Rating

Cable 
Weight

(lbs/
mft)

Nominal
Attenuation

mHz Db/100ft

36123092A 18 Solid
BCCS

2 Foil 
2 Alum Braid

FPE
0.180 0.60 82% 16.2 CSA/FT4 142

50 1.37
100 1.97
200 2.82
300 3.48
400 4.04

Jacket Inner and outer PVC jacket
Voltage 300V
Armour Aluminum Interlocked Armour
Temperature -30°C to 75°C
Approvals CSA Type CMG, HL
Applications Suitable for indoor and outdoor applications, including direct burial.


